From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: jproc@bellglobal.com 

Subject: #19 Set Web Page 

Message-ID: <Chameleon.4.01.2.970510114521.jproc@> 


Dear BA'ers, 


It was bound to happen sooner or later. There is now a new Web page that 
deals only with the #19 Set. The URL is: 


www.webspawner.com/users/boredbybob 


Regards, 

Jerry Proc VE3FAB 

E-mail: jproc@bellglobal.com 
HMCS HAIDA Naval Museum, Toronto 
www3.sympatico.ca/hrc/haida 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Jake Hellbach <kk5hy@accesscom.net> 

Subject: 6 meter mod for Ranger 

Message-ID: <2.2.16.19970511105921. 32ef4620@accesscom.net> 


Hello to all, 

My Johnson Ranger I had a 6 meter mod installed at some point in its life. 
Does anyone have the schematic for this mod or a copy of the schematic of a 
Ranger II showing the 5763 6 meter multiplier and connections. 


Thanks, Jake KK5HY 
FAFEEEEEEEFEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEE HEE EPEEH 
Sen eoies Dedicated to the care and feeding of Vintage Radio------- 
Email via: kk5hy@accesscom.net 

A.M. International #832 

Check out the Westside ARC Web page at: 

http: //www.accesscom.net/~kk5hy 


FEEEEEFEAFELEAEEEEEEEAFEEFEAEEEEEFEAEEEEEEEAPEEPEAEEEEEEEAEET EEE ET 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Phil Mills <pmills@A.crl.com> 

Subject: 75A4 osc. help needed 

Message-ID: <3.0.1.16.19970511085730.18c785b8@a.crl.com> 


I've noticed an odd problem with the first oscillator in my 
75A4 project receiver. First, by way of background, let me say 
that before I got this receiver someone stripped all the xtals 
out of it. I replaced the 5.7 mc xtal through the kindness of 
a BA list member. The rest of the xtals I bought new from 
Peterson Radio. Now the problem....I noticed that sometimes 
when I first turned the receiver on, 20 meters was shifted off 
roughly 100 kc from where it should be. Usually, working the 
bandswitch would cause things to shift back to where they 
should be. Anyway, I put a frequency counter on the oscillator 
to see what was going on. Sure enough, on 20 meters, the 
oscillator which should have been at 16.500 mc was actually at 
16.585 mc. (BTW, I used deoxit on the switch to make sure it 
was not the problem). By touching up the adjustment of the 
oscillator slug for 20 meters, I found that when the oscillator 
approached the xtal frequency of 16.500 mc, it would suddenly 
jump to 16.585 mc. Testing all the other bands showed no 
problem except for the 11 meter xtal which should have been at 


29.000 mc and was around 28.400 mc..... touching up the coil 
slug adjustment actually moved the oscillator to the 42 mc region! 
Now the question is....are these two xtals bad? And, if so 


why? I certainly think they are bad because they are the only 
two flakey ones in the bunch. But, before I order replacements, 
I want to have some idea of what is wrong. 


thanks & 73, 
Phil 
Phil Mills KKK WTB 14th Ed. Radio Handbook 
KkKKKK 
pmills@a.crl.com  xxxxx 16th " KKK 


P.O. Box 1307 
Friendswood, TX 77549 
281-992-5762 DAYS 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "Lloyd A. Scott, Jr." <wpul1130@concentric.net> 
Subject: AN/GRC-109 


Message-ID: <337689E3.5ADD@concentric.net> 


Greetings: If anyone is keeping a record on S/N's of the GRC-109's 
I have the following: 

Power Supply: S/N 250 PP2684/GRC109 

Transmitter: S/N 344 T-784/GRC109 

Receiver: S/N 206 R-1004/GRC109 Also ID'd OD 5 on cover 


Small problem with my receiver, The tunning shaft is loos or stripped 
from the var cap cam and does not change frequency, also a spring behind 
the dial appears to be broken. Does any one have the exploded view 

of the the tunning assy that I could get a copy from?? 

Thanks in advance and 73's 

Lloyd 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: jvercellino@sprynet.com 

Subject: another ladder line question... 

Message-ID: <199705112052 .NAA25534@m1.sprynet.com> 


I'm looking for a way to periodically check my ladder line for breaks. I've 
heard somewhere along the line that I can solder a very high ohmage resistor 
at the points where the ladder line connects with the wire for the antenna. 


That way, you could run a resistance check back in the shack on the two ends of 
the ladder line, and if it doesn't approximate what the value of the resistor 
was, you have a break or a short. 


Would someone validate this for me and suggest what type and resistance of 
resistor I should use? 


Thanks! 73, John WB9OVV 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Surplus Al <surplsal@tl.infi.net> 

Subject: Available 

Message-ID: <3374C87C.1B9A@t1.infi.net> 


Happy Mothers Day to all the Xyl,s. Or are they Happy with all that 
Beautiful BA stuff around the House. Just some info, All TM info lists 
now available by Email. Getting ready for The Big One. Dayton, 19 yrs 
this yr. Hope to make it to 29 yrs. 73,s Al W3UGD 


----__ListProc__NextPart BOATANCHORS__digest_1440 


From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "Joseph J. Curry" <jjcurry_trilix@compuserve.com> 

Subject: B&W 210 Audio Oscillator Schematic 

Message-ID: <199705111425 MC2-165C-A23B@compuserve. com> 


Fellow Boatanchorites: 


I spent the better part of yesterday afternoon trying to bring my 
Barker and Williamson 210 audio oscillator back to life. After 
replacing a handful of composition resistors that had drifted to 
significantly higher resistance values ( a 10K value had increased to 
over 2 megohms), I got the oscillator running again, but it shows a 
very low frequency (<1 Hz) amplitude modulation that I can't seem to 
isolate. Not having a schematic hasn't helped my efforts. The circuit 
looks pretty much like a knock-off of the venerable HP audio oscillator 
complete w/ S6 lamp in a bridge circuit. Given one of the tubes in the 
circuit, a 6CG7, I am guessing that this is early '60s vintage. 


I have checked my various sources for manuals (Hi Manuals, Tannenbaum, 
and W7FG) and have been singularly unsuccessful in finding one. Does 
anyone out there have a schematic or better yet, a manual for this 
beast? I thought about calling B&W, but quickly dismissed it since the 
last time I called them, the person I got on the phone appeared to have 
been born the week previous and had virtually no idea what the company 
sold now, let alone what they had sold in the past. 


Any help would be gratefully appreciated. Needless to say, I will pay 
copying costs and postage. 


Tnx es 73, 


Joe 

K3ICO 

AMI #721 
QCWA 28412 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: bdhall@ghg.net (Benjamin D. Hall) 

Subject: BA's, 390 PTO springs, Heath C-3 Condenser Checker, etc 
Message-ID: <3.0.32.19970511133715 .006b9d84@mailman. ghgcorp.com> 


Hiya folks... 


Took a break from the editing of the R-390 report to do a little BA'ing this= 


weekend. Last night I had the R-725, R-390A, and R-388 out chasing numbers= 
and pirates along with John Brewer (of BA list fame!) and Chris Smolinski= 
via IRC, which yielded us two good solid CIA Counting Stations. They= 
caught all sorts of pirates as well, I yielded many new apartment antenna= 
profanities. Of course, I'm really building up my right wrist muscles from= 
bandscanning with the 390A and 725, heh heh heh. (I'm Ahhnold of da three= 
ninety ehhh! HUH!) The R-388 was being irritable so it got turned off= 
early. 


Anywho, this afternoon I decided to align the 725, and lo and behold the= 
slop I noticed last night is from a missing spring on the PTO to KC shaft= 
coupler. Silly Home Depot is "too good" to carry springs (translation -= 
thier selection of hardware is lack laster), and all the hardware stores= 
were closed today for Mother's Day (yes, I called my Mom like a good son),= 
so I went on to looking at the filter caps in it. I ordered two nos= 
replacement caps for the unit from Al Nutkis, as one was clearly bad and= 
the other marginal. So, since I needed to reform these NOS bad boys, I= 
decided to clean up the Heath C-3 cap checker. After a bit of Deoxit, it= 
works nice. (Eye tubes kick butt!) Cal on the capacity measuring ranges= 
isn't wonderful, but I don't care, that is what the Fluke 12 is for. The= 
cool thing about this cap checker is it checks for leakage under operating= 
voltage, I like that. Plus, it reformed those nos electrolytics real well.= 

I like it, even if my Grandfather hates his. (He always mumbled how it= 
lied to him once and doesn't trust it.) 


Well, maybe this week I'll get around to the hardware store for a new= 
spring... 


73 y'all, 


Ben 


<color><param>0000 , 0000, f£ff</param><bigger>Benjamin D. 
Hall</bigger></color>, junque collector extraordinaire, Located in 
Houston, Texas. 


<color><param>ffff,0000,0000</param>e-mail</color>: BDHall@ghg.net=20 
<color><param>ffff,0000, 0000</param>web: 
</color>http://www. ghgcorp.com/bdhall 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Jderm740@aol.com 

Subject: Re: BOATANCHORS digest 1434 

Message-ID: <970511182242 -432578982@emout13.mail.aol.com> 


Ref. NC190 Voltages. lizboy@io.com 


Most of the plate voltages are under 100V. Same for screen grids, except for 
the 

6CW5 output tube. That one is a little under 160. 

If you follow your schematic from the pin 2 of the 5Y3, rectifier, you have 
200 on 

that pin. Move to the junction of R37-R38 and it's 160. Next junction R38 and 
C54C 

and you have 145. Pin 5 of the OB2 should be 105. This regulated 105 feeds 
the 

6BE6 first and second mixers. Plate and screens. Pins 5 and 6. Everything 
else 

runs off the 145 line, but most of the tubes are run very conservatively at 
below 

a 100V level. Te 6T8 is a bunch of diodes so your not going to find much 
there. 

WARNING---MAKE SURE THE STANDBY SW IS IN THE RECEIVE POS. 

Otherewise some of the voltage readings won't be there. 


I hope this is of some help. Just remember to start at the rectifier and if I 
can 
be of anymore help, drop me a line. 


Jack Jderm740@aol.com 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Jderm740@aol.com 

Subject: Re: BOATANCHORS digest 1439 

Message-ID: <970511121927_-1566901838@emout05.mail.aol.com> 


I saw Don Reaves disaster note. I'd suggest the installation of a washer 
manifold 

valve in place of the usual faucets. This is a one lever shut-off that shuts 
off both 

the hot and cold with the flip of one lever. Easy to use and you can leave 
the water 

off except when you want to use the washer. Flip it's on, flip it's off. 

The suggestion to use the reinforced hoses is an excellent one. Especially 
when 


the washer is running. 
Hope this info is helpful. 


Jack 
jderm740@aol.com 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: bdhall@ghg.net (Benjamin D. Hall) 

Subject: cap checker catches one 

Message-ID: <3.0.32.19970511150524 .006b78d4@mailman. ghgcorp.com> 


The Heath C-3 just earned its place one my “instruments I use" shelf. 

Victim: one Briggs and Stratton ignition condenser from a 1935 Model H with weak 
spark 

HP 412A said: "30 megohms, it is fine!" 

Fluke 12 said: "I concur." 


Heath C-3 said: "Leakage okay at 25 volts, excessive at 125 volts!" 


Methinks I may have the culprit of the weak spark. Now to order a new one. 


73% 


<color><param>0000, 0000, ££ff</param><bigger>Benjamin D. 
Hall</bigger></color>, junque collector extraordinaire, Located in 
Houston, Texas. 


<color><param>fffFf,0000,0000</param>e-mail</color>: BDHall@ghg.net 
<color><param>ffff,0000 , 0000</param>web: 
</color>http://www. ghgcorp.com/bdhall 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "ROBERT W DOWNS, WA5CAB" <103012.2130@CompuServe.COM> 
Subject: Copy of: FT-253, FT-250 

Message-ID: <970511223227_103012 .2130_GHU71-1@CompuServe. COM> 


pinata oe Seem Forwarded Message ---------- 


From: ROBERT W DOWNS, WAS5CAB, 103012,2130 
TO: BOATANCHORS, INTERNET: boatanchors@sco.theporch.com 
DATE: 5/11/97 2:41 PM 


RE: Copy of: FT-253, FT-250 


Today must be my public service day. Another friend has an extra FT-253 (the 
mount for the SCR-506) that he would like to trade for an FT-250 (for the 
SCR-510 or 610). 


73, Robert W. Downs, WA5CAB 
103012 .2130@compuserve.com 
Houston, TX 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 

From: Ken Gordon <keng@uidaho.edu> 

Subject: Re: Deoxit, etc. 

Message-ID: <Pine.BSF.3.95.970511135722 .22591D-100000@piobaire.mines.uidaho.edu> 


Where does one get Deoxit? And who is Al Nutkis (the buy with the NOS 
caps)? 


Kenneth G. Gordon W7EKB College of Mines and Earth Resources 
226 N. Washington St. //oxr// University of Idaho 

Moscow, Idaho 83843 Moscow, Idaho 83844 

(208) -882-8745 (208) -885-6133 


Great Highland Pipes, Amateur Radio, Electronic Consulting, Home-Schooling 
Traditional Roman Catholic 


My PGP Public Key Upon Request. 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: bdhall@ghg.net (Benjamin D. Hall) 
Subject: Re: Deoxit, etc. 


Message-ID: <3.0.32.19970511162234 .006c4844@mailman. ghgcorp.com> 
>Where does one get Deoxit? And who is Al Nutkis (the buy with the NOS 


>caps)? 


Hi Ken! If you are lucky enough, your local non-Radio Shack electrical emporium 
may have it. Mine doesn't carry it, so I bought my wee can of it from Antique 
Electronic Supply. (Antique Electronic Supply, 6221 South Maple Avenue, Tempe, 
Arizona, 85283, phone: 602-820-5411 fax: 800-706-6789) Expensive, yes, but lasts 
a long time and works well. 


Abe Nutkis (pardon me if I said Al) can be reached at avidov@juno.com. Very nice 
guy and a pleasure to deal with. And while you are at it, if you are an R-390A 
fan, he has *xoriginalx TM 11-5820-358-35 "Field and Deopt Maintance Manual" for 
sale as well. Good price too, but I don't remember what I paid. 


73, 


<color><param>0000 , 0000, f£ff</param><bigger>Benjamin D. 
Hall</bigger></color>, junque collector extraordinaire, Located in 
Houston, Texas. 


<color><param>fffFf,0000,0000</param>e-mail</color>: BDHall@ghg.net 
<color><param>ffff,0000 , 0000</param>web: 
</color>http: //www. ghgcorp.com/bdhall 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: bill@skeeter.frco.com (William Hawkins) 

Subject: email and list processors 

Message-ID: <9705120340.AA17812@skeeter.bvc.frco.com> 


I have (actually, had) a nice little grep script that would strip most 
of the path stuff from the articles in boatanchors. BA started using 

a new list server at about 7AM this morning, and the junk is back. Most 
of it is because the server uses tabs and spaces in Received: lines. 


None of the PC email programs handle headers - all or none. I like to 
know something about the sender, but not the path. Zmail is closest to 
Unix, but it doesn't filter headers either. 


I'd like to hear from anyone who is happy with their mailer and who 
keeps some (but not all (or none)) of the header information. I'm 
trying to select a PC mailer between Eudora and Zmail. 


It is not OK to talk about the list on the list, so please send private 
email. If I get something useful, I'll reply to any "me, too" replies. 


Regards, 
Bill Hawkins bill@skeeter.frco.com 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Ronnie Hull <larebel@ms1.nwla.com> 

Subject: Filter Caps 

Message-ID: <1.5.4.16.19970511155343 .26cf£f£540@ms1.nwla.com> 


Before I put generic caps in my Valiant, doesn anyone 

know where one can get dual section, axial lead electrolytics 
anymore? I need two 15-15 @ 450Volt, pigtail ‘lytics for 

my valiant, AND, a pair of 80 or 100 mfd @ 450 also for 

the valiant. 


mine are dried up pretty good, I have full voltages everywhere 
but reports of audio hum so I thought I would just do them all. 


any idea's? 


Ronnie 

Ronnie Hull - W5SUM ex-WB5AIA 
3131 Meadow Parkway dr. 
Shreveport, La 71108 


318-688-1389 318-687-3135 Fax 
10X - 2019 "try ten meters!! " 


looking for a Johnson 500 
(go ahead and snicker!! ) 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 

From: Ken Gordon <keng@uidaho.edu> 

Subject: Re: Filter Caps 

Message-ID: <Pine.BSF.3.95.970511150944 .23625C -100000@piobaire.mines.uidaho.edu> 


On Sun, 11 May 1997, Ronnie Hull wrote: 


Before I put generic caps in my Valiant, doesn anyone 

know where one can get dual section, axial lead electrolytics 
anymore? I need two 15-15 @ 450Volt, pigtail ‘lytics for 

my valiant, AND, a pair of 80 or 100 mfd @ 450 also for 

the valiant. 


VV VV WV 


Antique Electronic Supply has 10-10 at 450 on page 15 of their catalog. 
Newark Electronic carries some (very few) I dunno what page. 


> 

> mine are dried up pretty good, I have full voltages everywhere 
> but reports of audio hum so I thought I would just do them all. 
> 

> any idea's? 

> 

> Ronnie 

> weeeeeeeneen een ewe www www www eww eww ew ew ew ew ew ew ew ew we We 

> | Ronnie Hull - W5SUM ex-WB5AIA | 

> | 3131 Meadow Parkway dr. | 

> | Shreveport, La 71108 

> | | 

> | 318-688-1389 318-687-3135 Fax | 

> | 10X - 2019 "try ten meters!! " 

a | 

> | looking for a Johnson 500 | 

> | (go ahead and snicker!! ) 

> eweeeeew eee eee ewww ewww www ewww ew ew ew ew ew ew ew ew ew ew ew ee 

> 

> 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Bob Rolfness <rsrolfne@atnet.net> 

Subject: FS: BC-610 Transformer 

Message-ID: <3375C22D.702A@atnet.net> 


Greetings all - 


I have for sale a plate transformer for a BC-610 models up to E. After 


that I understand they were potted. Asking $40 plus UPS from zip 98837. 
Warning, its HEAVY. 


73's Bob W7VZX 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: gaiser <gaiser@lightspeed.net> 

Subject: FS: Collins SM-3 Microphone 

Message-ID: <337685D6.6995@lightspeed.net> 


Good condition...not mint or collector quality but good shape. 
Best Offer. 

Thanks, 

Terry Gaiser - W6TG 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: john moyle <john@moyle.demon.co.uk> 

Subject: FT-243 crystals 3560 - 3585 kHz 

Message-ID: <vsa79EAIpddzEwrT@moyle.demon.co.uk> 


I am attempting to build a replica WWII suitcase MkVII TCVR but I am 
have trouble obtaining FT-243 crystals in the UK Novice band, 3560 - 
3585 kHz. 

Do any of you good folk know of a source? 

I have tried International Crystal....no joy 

Do Petersen Radio have a Fax number? 

Has anyone tried grinding their own? 

If so where does one get the bits? 

Many thanks in anticipation 

73's 

John G1AWJ 2EOQAIQ 

Dr John Moyle MB, BS, CEng, MInstMC, DPallMed, FRCA 

Consultant Anaesthetist, Chartered Engineer 

35, Midland Road, Olney, Bucks, MK46 4BL,UK 

<john@moyle.demon.co.uk> 

Home 01234 241698 Hospital 01908 660033 

Cellphone 0836 244584 Hospice 01908 663636 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 


From: "ROBERT W DOWNS, WA5CAB" <103012.2130@CompuServe. COM> 
Subject: FT-253, FT-250 
Message-ID: <970511194218 103012 .2130_GHU58-1@CompuServe.COM> 


Today must be my public service day. Another friend has an extra FT-253 (the 
mount for the SCR-506) that he would like to trade for an FT-250 (for the 
SCR-510 or 610). 


73, Robert W. Downs, WA5CAB 
103012 .2130@compuserve.com 
Houston, TX 


----__ListProc__NextPart BOATANCHORS__digest_1440 


From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "D.D. Todd" <dube3@n-Llink. com> 

Subject: Re: Glowing R-390A Meters 

Message-ID: <3376B559.410A@n- link. com> 


The meters on my EAC R390 don't glow at all. I attribute that to two 
factors: (1) I keep a container of freon in the same room with the 
radio, and we all know about how dangerous that stuff is; and (2) the 
radio shows evidence of having been exposed to a lot of tobacco smoke, 
and, again, we all know what a sinister, diabolical agent that is. 


D.D.Todd K4DWW dube3@n-link.com 


Can there be greater blindness than to impute the crime to the dagger 
and not to the hand that wields it? 


-- Antonio Lopez de Santa Anna 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: billo@nti.net (Bill Wilson) 

Subject: Heathkit tube checker TT-1 info 

Message-ID: <19970511134218448 . AAA227@LOCALNAME> 


Greetings, 
I just picked up a nice Heath TT-1 tube checker from an estate. I do have 


several supplements and the larger book with all the tube settings. If 
someone has this checker with just the outdated scroll let me know if you 


need supplements. I had been looking for a checker that would check the 
"newer" tubes (6JB6) to go with the trusty TV-7DU. 

I'm going to be tailgating next month at the Atlanta fest with Andy 
(WA4KCY) so come by and say hello. 


Regards, 


Bill 
W4BIZ 
Jacksonville, Al. 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: George Humphrey <gah@koyote.com> 

Subject: Help ID a Tube 

Message-ID: <1.5.4.32.19970512023836.00a021ac@mail.koyote.com> 


BAers, 


I recently picked up a test set with a most unusual looking 
tube. It is marked as a 37P61 or maybe it is a 87P61. It is a 
large glass envelope with cerimac base. 7 pin base with 

2 pins larger than the others. It has two caps on top that 
make it look like it has rabbit ears. Any ideas what this may 
be and how it was used? 


Thanks, 


73 George KC5WBV 
gah@koyote.com 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: provero@connix.com 

Subject: HQ-145 Hints? 

Message-ID: <199705111415 .KAAQ4293@comet.connix.com> 


After a few hours playing with the HQ-145X, I have a few 
comments and questions. I'm in the process of obtaining 
a manual from a list member... 


Sound. Very, very nice on MW & SW broadcasts. Minor AC hum. 


Bandwidth. A little on the broad side, probably why it sounds so good. 


Frequency readout on main dial is a bit off, and the SLOT/BFO/xtal 
filter interactions indicate that a little touch-up alignment is needed. 


Shielding. The receivers seems a bit sensitive to RF sources (computer 
noise) that isn't arriving via the antenna. (All the receivers in the 
shack share the antenna distro system). 


Any hints for things to look for in routing out the hum, doing 
alignment, and attacking the external noise reception? 


P.J. "Josh" Rovero home: provero@connix.com 
Meteorologist radio: KK1D 

Oceanographer work: rovero@sonalysts.com 
Curmudgeon-at-Large web: http: //www.connix.com/~provero/ 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Tom Norris <badger@telalink.net> 

Subject: Info needed: Mars RC-288A SSB Convertor 

Message-ID: <3.0.1.32.19970511122059 .Q0ad1b30@telalink.net> 


Anyone have any info on this beast??? IF in freq, etc??? 
If usable, anyone have a manual copy for it??? 
Thanks 


Tom Norris 

KA4RKT 

KKK KIKI KIKI KIRK IK 
thermionic@techie.com 
fernblatt@usa.net 


TANSTAAFL: There Ain't No Such Thing As A Free Lawyer...... 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: IT-28 Wanted 

Message-ID: <72476.ddillman@igc.apc.org> 


Gretings, folks. I'm looking for a Heath IT-28 capacitor tester. If 
you have one or know where one can be found please let me know by 
direct email. 


Thanks, 
Dick 


Dick Dillman 
WPE2VT W6AWO 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "Lawrence R. Ware" <lrware@pipeline.com> 

Subject: JAN 7609, specs anyone? 

Message-ID: <3.0.16.19970511093204 .0b7£463a@pop. pipeline. com> 


Hi folks, anyone got the specs for a JAN-7609 power tube handy? 
No listing on the Emiac web pages for it, but they made it... 
Thanks, 

-Larry 


dF Larry's Home for Wayward Test Equipment & Old Radios (tm) 
d# Let your equipment retire in sunny central Florida. 

d# Intensive Care, Private Bench Space, Frequent Use, 

d## Factory trained HP, Tek & Fluke Surgeon on staff. 

d## Good Home Guaranteed or double your junk back! 

# lrware@pipeline.com - Orlando, FL - 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "Ray L. Mote" <rmote@rain.org> 

Subject: MFP "recipe"??? 

Message-ID: <Pine.SUN.3.96.970511155617 .20720A-100000@coyote.rain.org> 


I've scoured the two file cabinets here (full of MIL tech manuals), but 
have been unable to find a description of how to make the moisture and 
fungus-proofing material used in WW2 or later. Some manuals call it 
"varnish", while others call it "lacquer", but none of them tell you 
how to make it from readily-available materials. Some manuals refer to 


a MK-2/GSM-1 maintenance kit for applying the stuff. TB SIG 13 and TB 
SIG 72 supposedly contain some sort of description of this, but I've 
never seen ‘em. 


Does anyone have a good source for this info? Inquiring minds want to 
know. ;-) 


TS ieee Ray Mote, K5FKT <rmote@rain.org> Oxnard, CA 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: bdhall@ghg.net (Benjamin D. Hall) 

Subject: Re: MFP "recipe"??? 

Message-ID: <3.0.32.19970511185432 .006b98e0@mailman. ghgcorp.com> 


>Does anyone have a good source for this info? Inquiring minds want to 

>know. j;-) 

Anyone here got access to a MIL SPEC file? If I remember correctly, MFP per MIL- 
V-173 (I think that was the spec, probably wrong) was just varnish with some sort 
of copper compound fungicide in it... 

73, 

Ben 

<smaller>--- 


Benjamin D. Hall, junque collector extraordinaire, Located in Houston, 
Texas. 


e-mail: BDHall@ghg.net web: http://www.ghgcorp.com/bdhall 
</smaller> 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "Roberta J. Barmore" <xrbarmore@indy.net> 

Subject: My Absence 

Message-ID: <Pine.SUN.3.96.970511132440 .10125A-100000@indy2> 


Hi! 


Haven't had much time for the computer or the radios of late--major 
air-condituioning problems at the WTHR-TV transmitter have been taking 
most of my time and what's left has been devoted to things like sleep, 
making sure the OM eats regularly, +c. 

Crisis xmayx be winding down (or may not--two of the six 10-ton A/C 
units are back in an alarm condition at this writing!) but it's going to 
take awhile to get caught up--the xotherx work projects that were pending 
& high-priority going into the mess are still hangin' fire and *mustx get 
finished in short order. :( 

I had deals pending with several folks when things heated up 
(literally!); in all but two cases, checks are in the mail. One more will 
go out Monday (df, I lost the invoice! So you may get too much) and the 
other's waiting on getting some photocopying done & the fellow's 
snail-mail address. 


No more closed-loop transmitter cooling systems! 


73, 
- -Bobbi 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "James R. Binkley" <w4aos@his.com> 

Subject: Pickup in plate supply wire 

Message-ID: <33761901.456D@his.com> 


In digest 1493 Hank Van Cleef writes:<<The original filter cap was a 
3-section, but only two are used in the 

power supply proper. The third was used to filter the B+ for the 
audio preamp plate and screen sections, and there is a long-g-g-g¢g 
wire in the harness between the cap and the audio amp.>> 


Hank, I'm wondering what your thinking is re the undesireability of a 
long lead between the plate filter cap and the tube. Seems to me that 
the circuit is rendered pretty low impedance by the filter cap and 
Capacitive pick-up at least shouldn't be a problem. Possibly there 
could be some magnetic pickup induced in the wire by currents flowing in 
other nearby wires, and since this would appear in series with the 
bypass cap, it wouldn't affect this pick up mode. I would appreciate 
hearing your thoughts. 


Thanks, Bob w4aos 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: BEN NOCK <106312.1035@compuserve.com> 

Subject: PRC-638 info wanted 

Message-ID: <199705111414 MC2-165D-5D84@compuserve. com> 


I would be interested in any info, circuits etc, for the 
PRC-638 set. 


Ben G4BxXD. 
MILITARY WIRELESS IN THE MIDLANDS 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: John <johnmb@mindspring.com> 

Subject: Question for AN/GR109 ops 

Message-ID: <199705111827 .0AA24873@brickbat8.mindspring.com> 


For the last couple days I've been messing with the GR109 setup, 
and have run into one significant problem that I can't understand. 


The transmitter and receiver are able to be run off one 
antenna, with a pair of back to back diodes to ground, and the 
CW key prividing an AC path to ground thru a cap, for the receiver 
during transmit. 


The problem is, this doesn't seem to work very well. 


The receiver sensitivity is about 4x when operated connected directly 
to its own antenna, as compared to the arrangement intended. I've 
compared notes with two people who are using this setup, one noting 
the same performance I do, while the other noting normal performance. 
Nothing like a consensus! 


For those of you with a schematic, I've changed the .01 cap, 
and increased it's value briefly to .1uF with no effect. I've checked 
CR1 and CR2, and neither is shorted. I've replaced C14, the 18pF 
cap that couples the antenna to the Rx. None of this made the least 
bit of difference. I'm wondering if this is not a problem with my set, 
but perhaps a design issue. 


Anyone else with a 109, please jump in here anytime! 


For the time being, I'm heading back to working on the CE200V 


to restore my sanity ... but then.. looking at that 16 wafer rotary switch 
gives me the chills! 


aD) 
73 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 

From: Ken Gordon <keng@uidaho.edu> 

Subject: Re: Question for AN/GR109 ops 

Message-ID: <Pine.BSF.3.95.970511134654 .22591C -100000@piobaire.mines.uidaho.edu> 


On Sun, 11 May 1997, John wrote: 


For the last couple days I've been messing with the GR109 setup, 
and have run into one significant problem that I can't understand. 


The transmitter and receiver are able to be run off one 
antenna, with a pair of back to back diodes to ground, and the 
CW key prividing an AC path to ground thru a cap, for the receiver 
during transmit. 


The problem is, this doesn't seem to work very well. 


The receiver sensitivity is about 4x when operated connected directly 
to its own antenna, as compared to the arrangement intended. I've 
compared notes with two people who are using this setup, one noting 
the same performance I do, while the other noting normal performance. 
Nothing like a consensus! 


VV VV VV VV VV VV VV WV 


Hi, John. I am one you talked to about this, and I have (had) the exact 
same problem. 


For those of you with a schematic, I've changed the .01 cap, 
and increased it's value briefly to .1uF with no effect. I've checked 
CR1 and CR2, and neither is shorted. I've replaced C14, the 18pF 
cap that couples the antenna to the Rx. None of this made the least 
bit of difference. I'm wondering if this is not a problem with my set, 
but perhaps a design issue. 


VV VVV VV 


After discussing this with you, I did some more thinking. My schematic 
seems to show a different value for the RF choke than is really in my 
unit. I am wondering if that is the problem. First, why don't you try 
simply removing the tubes from the transmitter, and then check the 


sensitivity of the receiver. Then you might un-solder one end of (first) 
L-9, checking sensitivity, then (leaving L-9 disconnected) un-solder one 
end of L-7. Both RF chokes are pretty easy to get to. As I told you in 
one of our e-mail exchanges, the HW-16 uses nearly the exact same method 
of antenna switching and it works just fine. 


73, Ken W7EKB 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: jproc@bellglobal.com 

Subject: Research Paper Announcement 

Message-ID: <Chameleon.4.01.2.970511232306.jproc@LOCALNAME> 


Dear Boatanchor Enthusiasts, 


After devoting over a year of effort and encountering a delay of 22 months, 
my research paper titled "Sonar/Asdic, Radar and IFF Systems Aboard HMCS 
HAIDA" is now available for study for those of you who are interested in the 
historical aspects of these detection systems. The direct URL is: 


www3.sympatico.ca/hrc/haida/sari/sarintro.htm 


It's a rather extensive document so several visits may be in order. This 
paper covers equipment and systems used aboard HAIDA and the Royal Canadian 
Navy in general starting from World War 2 to present. 


Regards, 

Jerry Proc VE3FAB 

E-mail: jproc@bellglobal.com 
HMCS HAIDA Naval Museum, Toronto 
www3.sympatico.ca/hrc/haida 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "William B. Ross" <billross@txdirect.net> 

Subject: Re: RTTY, FSK and such in W.W.II 

Message-ID: <3375EFA9.62B8B66A@txdirect.net> 


Barry: 


As always, food for the BA mind. Welcome back. 


Bill K5LLK 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Morris Odell <morriso@vifp.monash.edu.au> 

Subject: Re: RTTY, FSK and such in W.W.II 

Message-ID: <33765D87.6690@vifp.monash.edu.au> 


Hi Barry, 


Welcome back! 

> 

Now Chief was known for mighty tall tales in his day, so I pass the 
following on only for conversation. Chief claimed he could read RTTY 
directly over the air and write it down on paper. 


VvVV 


I've heard tales over the years from old timers who claimed to be able 
to do this and I think it's quite believable. I certainly developed a 
familiarity with RTTY tones after hamming and SWLing the mode, but I 
don't think I could read it! It's amazing how well you can tune it by 
ear though and when I was fiddling with speed controls for the 
mechanical TTY I used, I could set the speed pretty well by listening to 
the motor. The "wet state" discrimination system we all carry around is 
pretty good for this sort of thing. 


I once had a girlfriend who had worked in an office where they had Telex 
and she could read the punched tapes without even thinking about it. 


73 

Morris 

Morris Odell Victorian Institute of Forensic Medicine 
Forensic Physician 57-83 Kavanagh St, Southbank 3006 
mailto:morriso@vifp.monash.edu.au Victoria, Australia 


http://www. vifp.monash.edu.au/CFM/staff/mo. html 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Gary Youney <72302.2164@CompuServe.COM> 
Subject: Schematic needed 


Message-ID: <970511223626_72302.2164_DHR49-1@CompuServe. COM> 


Anyone have a copy of a schematic for a Hallicrafters S-81? I have the radio, 


but the power supply has been rewired by another and subsequently 


73, Gary 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: billo@nti.net (Bill Wilson) 

Subject: Shure 55 head F.S. 

Message-ID: <19970511150837976 .AAA212@LOCALNAME> 


Greetings, 


fried. 


I have an extra Shure mic head here. The plate writing has rubbed off 
but this has all the features of the 55. It has the three position switch 


and comes with the neck and mounting nut. Asking $35 postpaid. 
Thanks, 


Bill 
W4BIZ 
Jacksonville, Al. 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "ROBERT W DOWNS, WA5CAB" <103012.2130@CompuServe.COM> 
Subject: SP-600 ACCESSORIES 

Message-ID: <970511142015_103012.2130_GHU59-1@CompuServe. COM> 


Group, 


I received a letter from Rick Sitz, a BA collector in Florida who 
into computers. He has an SP-600JX-26 and would like to find the 
SPC-10 SSB converter and SP-300 speaker. If anyone has either of 
surplus to their needs, please drop me a note and I'll put you in 
Rick. 


73, Robert Downs, WA5CAB 
103012 .2130@compuserve.com 
Houston, TX 


I guess isn't 
matching 
these units 
touch with 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: john moyle <john@moyle.demon.co.uk> 

Subject: Superegenerative Receivers 

Message-ID: <nsd5NBAUgddzEwkf@moyle.demon.co.uk> 


Does any one know the whereabouts of a copy of: 

SUPEREGENERATIVE RECEIVERS by J Whitehead, published in the 1950's 
Reasonable price paid and airmail 

Many thanks 

73's 

John G1AWJ & 2EOAIQ 


Dr John Moyle MB, BS, CEng, MInstMC, DPallMed, FRCA 
Consultant Anaesthetist, Chartered Engineer 

35, Midland Road, Olney, Bucks, MK46 4BL,UK 
<john@moyle.demon.co.uk> 

Home 01234 241698 Hospital 01908 660033 

Cellphone 0836 244584 Hospice 01908 663636 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: john moyle <john@moyle.demon.co.uk> 

Subject: Superegenerative Receivers by Whitehead 

Message-ID: <rfUeRTAz4£dzEwoM@moyle.demon.co.uk> 


Hi! 

Does anyone know where I can get a copy of SUPEREGENERATIVE RECEIVERS by 
J Whitehead, published in the 1950's? 

73 

John G1AWJ 2EOAIQ 


Dr John Moyle MB, BS, CEng, MInstMC, DPallMed, FRCA 
Consultant Anaesthetist, Chartered Engineer 

35, Midland Road, Olney, Bucks, MK46 4BL,UK 
<john@moyle.demon.co.uk> 

Home 01234 241698 Hospital 01908 660033 

Cellphone 0836 244584 Hospice 01908 663636 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: philip mccoy <dgnova@erols.com> 
Subject: TBX is great 


Message-ID: <199705111257 . [AA22041@smtp2.erols.com> 


I don't see how some of you people can bad mouth 
the TBX. Many years ago I had one of the old TBXs 
that used the 2 volt tubes, 1C€6,34,32 etc. It was 
a great set. Spent many hours copying W1AW. Had a 
lot of fun with it. 


Philip McCoy dgnova@erols.com 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Ho4bart@aol.com 

Subject: Re: TBX is great 

Message-ID: <970511105755_-897036836@emout04.mail.aol.com> 


In a message dated 97-05-11 08:59:09 EDT 
dgnova@erols.com (philip mccoy) writes: 


<< Many years ago I had one of the old TBXs 

that used the 2 volt tubes, 1C6,34,32 etc. It was 
a great set. Spent many hours copying W1AW. 

Had a lot of fun with it. >> 


I have one of the "old style" TBXs that i bot a score 
of years ago from an OT. He had built a simple but 
sufficient power supply that fit into the battery case 
to run it. At first i was shocked that he had actually 
used it on the air as is - AM too - considering that the 
xmtr section is ONE tube, an 837, supressor mod- 
ulated; i.e. a modulated vfo, a no-no for who knows 
how many years now. When i asked him about that, 

he replied, well it's low power, and no one really 
noticed either. Struck me as pretty reasonable. 

The Model-T car is still roadworthy, you just have to 
be a little judicious about where / when you drive it. 
hue miller 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Ronnie Hull <larebel@ms1.nwla.com> 

Subject: ten meteres 

Message-ID: <1.5.4.16.19970511070748.1ecf4c46@ms1.nwla.com> 


I got my start on AM on ten meters when I was still in high school 

in the 60's. Had a ball. Joined Ten-Ten International, #2019. I wonder 

if there is any AM activity on ten anymore? I have scanned around looking 
but the only AM activity I have heard so far is spanish speaking stations 
in the 28.3 range. I have heard there is some activity above 29.0 

Is this true? Where does the AM gang hang out on ten? 


Ronnie 


| | 
| Ronnie Hull - W5SUM X - WB5ATA 

| 3131 Meadow Parkway dr. | 
| Shreveport, La 71108 

| 318-688-1389 318-687-3135 Fax 

| | 
| | 


Looking for a Johnson 500 ( go ahead and laugh! !) 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: Mike Warren <m_warren@compuserve.com> 

Subject: USN RTTY 

Message-ID: <199705110919_MC2-1659-4951@compuserve. com> 


Hi Gang, 
Guess I'll throw in my recollections on this subject... 


ET "A" school in 1959 - Communications phase. Memory is a little dim so I 
don't remember all the nomenclature. We were taught a KY-? FSK (RTTY) 
keyer and CV-89? FSK converter. Also a AN/SGC-1A AFSK (RATT) 
modulator/demodulator. The first two were used on/with HF Tx's and Rx's -- 
850 cycle shift I believe. The SGC-1 had (I think) 170 cycle shift and 

was used on/with VHF/UHF gear. 


133 


Mike - W5MAZ (in MN) 
ETCM, USN, 1958-1978 
m_warren@compuserve.com 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: "Grant Youngman" <nq5t@gte.net> 

Subject: WTB: BC-455 w/ ham mods 

Message-ID: <199705120336.WAA29793@smtp.gte.net> 


Gang ... 


I'm looking for a copy of my first receiver -- black wrinkle BC-455 
(6-9 MHz) with typical ham mods like the small front panel with volume 
control, headphone jack, etc.. In other words, I'm not looking for the 
pristine no-solder-on-the-pins collector version, but the blue-collar 
ham-modified version. 


I would like to find one in otherwise excellent condition WITH a 
shaft/knob for the main tuning 


Anyone have one in their military "junk" pile? 


Grant/NQ5T 


Grant Youngman / NQ5T 


nq5t@gte.net 
http: //home1. gte.net/nq5t/index.htm 
Double Oak, TX -- nr Dallas 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 
From: George Humphrey <gah@koyote.com> 

Subject: WTB: Heath GP-11 12VDC Pwr Supply 

Message-ID: <1.5.4.32.19970512023837 .00a11114@mail.koyote.com> 


BAers, 

Would like to find a GP-11 for my lunchboxes. It is listed 
as a 12VDC Mobile Vibrator Power Supply for automobile 
usage. If you don't have the power supply does anyone 

have a manual they can provide me with a copy? 


Thanks, 


73 George KC5WBV 


gah@koyote.com 
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From owner-boatanchors@sco.theporch.com Mon May 12 00:04:31 1997 

From: Dave Hollander <davidh@getnet.com> 

Subject: WTB: Drake R4C 

Message-ID: <199705111525. IAA14831@getnet.com> 

A friend from work wants to get back on the air after a 10 year absence. 
He would like to buy a Drake R4C receiver to match his T4 (T4XC?) 
transmitter. 

Can anybody help him?? Please e-mail direct to him, not me. 


His name is Bob Houf, KD9UX 


His e-mail address is rehouf@worldnet.att.net 


Tnx and 73, 
Dave Hollander N7RK 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKAKK 
kkk 


Dave N7RK - Webmaster CADXA 
Phoenix, Arizona *DXCC Honor Rollx *WAZ#23 - 75 Meter SSBx 


ex-N7RK/ZB2, VK2ERK, ZMOAIJN, WBO6NRK 


\\-// 
davidh@getnet.com (o!o) 
http://www. getnet.com/~davidh 


E-Mail Address My Home Page 


Visit the Central Arizona DX Association Home page at: 


http://www. getnet.com/~davidh/cadxa. html 


----__ListProc__NextPart BOATANCHORS__digest_1440 


